
Product Code AST010IP/YL AST010IP/GR AST010IP/RD AST010IP/BL AST010IP/AB

Luminous Flux ≤453 Lm/M ≤887 Lm/M ≤239 Lm/M ≤128 Lm/M ≤792 Lm/M

Useful Luminous Flux (LM) 
(Sphere 360°)

≤453 Lm/M ≤887 Lm/M ≤239 Lm/M ≤128 Lm/M ≤792 Lm/M

CCT 
FILAMENT 
YELLOW 

APPLE 
GREEN

CORSA RED AZURE BLUE
AMBIENT 
AMBER 

Beam Angle 120° 120° 120° 120° 120°

SDCM <6 <6 <6 <6 <6

Operating Voltage 24VDC 24VDC 24VDC 24VDC 24VDC

Max Output Power 10W/M 10W/M 10W/M 10W/M 10W/M

Class III III III III III

Switching cycles <15,000 <15,000 <15,000 <15,000 <15,000

Ingress Protection IP65 IP65 IP65 IP65 IP65

Ambient Operating Temperature -20 ~ +40 -20 ~ +40 -20 ~ +40 -20 ~ +40 -20 ~ +40

Guarantee 2 2 2 2 2

Life Time to LM70 30,000H 30,000H 30,000H 30,000H 30,000H

LED Per Meter 120LED 120LED 120LED 120LED 120LED

PCB Width 10MM 10MM 10MM 10MM 10MM

Cut Points 50MM 50MM 50MM 50MM 50MM



PROBLEM CAUSE(S) SOLUTION(S)

No Light Coming From
LEDs

No power to drive components.
A qualified installer/electrician should 
check the primary voltage side of the 
product to check the input voltage.

Loose connection on primary 
side.

Ensure continuous and correct 
connection between terminals.

Loose or switched connection/
polarity on secondary side.

Ensure continuous and correct 
connection between terminals. Ensure 
the polarity is correct; 
(Red = +, Black = -).

No output from the driver. Driver may be faulty and require 
replacement. 

Over voltage may have caused 
damage to the sensitive LED 
drive components.

These cases are rare and the item may 
need replacement and/or investigation 
as to the cause of failure.

LEDs Flashing

Unstable or incorrect input 
voltage.

Please only use a stable voltage 
supply as stipulated earlier for this 
product. Failure to do so will void the 
warranty.

LED driver may be connected 
to a dimmer switch

Please remove the dimmer switch. Use 
of this product on a dimmer will void 
the warranty. This product is supplied 
non-dimmable as standard.

Loose connection on primary 
side.

Ensure continuous and correct 
connection between the terminals.

Loose connection on 
secondary side.

Ensure continuous and correct 
connection between terminals. Ensure 
the polarity is correct; 
(Red = +, Black = -).

LEDs Brightness Inconsistent

Incorrect cable being used to 
carry power. Use thicker cable on any DC power.

Distance between power 
supply and LED strip too far, 
causing volt drop

Move the power supply closer to the 
location of the LED strip.


