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AFD65

PRODUCT FEATURES

TECHNICAL SPECIFICATIONS

LED Fire Rated Downlight

PRODUCT CODE AFD65

Ingress Protection IP20 / IP65 (Bezel Dependent)

Guarantee Lifetime

Maximum Rated Power 10W LED Max  (7W LED IP65)

Fire Rating Timber - 30, 60, 90 Minutes  /  Staircraft i-Joist, Metal Web Joist - 30 Minutes

Class I

Compatible Bezels Codes

Fixed Bezel IP20 AFD65BZ/F/**

Fixed Bezel IP65 AFD65BZ/IP/**

• 30, 60, 90 Minutes Fire Rated (Timber Joist)
• 30 Minutes Fire Rated Staircraft i-Joist
• 30 Minutes Fire Rated Wolf System Metal Web Joist
• Compliant to; Part B - Fire, Part C - Moisture, Part E - Acoustic &  

Part L - Air Leakage
• Loop-in Loop-Out Quick Connect Push Terminals
• Open Vent Design Improves Lamp Life
• Low Profi le With Ultra Slim Twist & Lock Bezel

ACCESSORIES*

*Sold Separately

Trimless Plaster-In Kit
AFD65/TK

104 mm Cutout

Insulation Cover
AFD65/IC

Image: AFD65 shown with
AFD65BZ/F/WH and AGU501D/30


